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A - APPLICABLE PERMIT DATES 
 

COVERAGE DATE: February 2, 2015  
 

B - FACILITY PHYSICAL ADDRESS 
 

STREET ADDRESS: 253 Calhoun St 
CITY, STATE, ZIP: Bamberg SC 29003 
COUNTY: Bamberg 

 
C - EMISSION UNIT DESCRIPTION 
 

Emission 
Unit ID 

Emission Unit Description 

01 Boilers 
02 Finishing Lines 
03 VOID Roller Print Line 

04 VOID Screen Print Range 

05 Dry Cleaning Machines  

06 Flame Retardant 
 

D - EQUIPMENT AND CONTROL DEVICES 
 

 
D.1 - EQUIPMENT FOR EMISSION UNIT 01 - BOILERS 
 
Equipment 

ID 
Equipment Description 

Installation Date/ 
Modification Date 

Control 
Device ID 

Emission 
Point ID 

B1 
21 million BTU/hr natural gas/propane fired boiler 

Subject to 40 CFR 60 Subpart Dc 
1995 None B1 

B2 9.68 million BTU/hr natural gas/propane fired boiler 2008 None B2 

B3 9.68 million BTU/hr natural gas/propane fired boiler 2008 None B3 

B4 9.68 million BTU/hr natural gas/propane fired boiler 2008 None B4 
 

D.2 - EQUIPMENT FOR EMISSION UNIT 02 – FINISHING LINES 
 
Equipment 

ID 
Equipment Description 

Installation Date/ 
Modification Date 

Control 
Device ID 

Emission 
Point ID 

TNT3 
12.0 x 106 BTU/hr natural gas/propane fired tenter oven for 

Finishing Line No. 3 
1998/2005 None E, F 

TNT4 
8.0 x 106 BTU/hr natural gas/propane fired tenter oven for 

Finishing Line No. 4 
1996 None P, Q 

CUR6 Electric curing oven for Finishing Line No. 6 1996/2005 THM6a K 

TNT6 
13.5 x 106 BTU/hr natural gas/propane fired tenter oven for 

Finishing Line No. 6 
Unknown None I, J 

CUR3 Electric curing oven for Finishing Line No. 3 2005 THM3 V 
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D.3 - CONTROL DEVICE FOR EMISSION UNIT 02 – FINISHING LINES 
 

Control 
Device ID 

Control Device Description 
Installation Date/ 
Modification Date 

Pollutant Controlled 

THM3 
3 x 106 BTU/hr natural gas/propane fired In-line Thermal Oxidizer 

for Finishing Line No. 3 
2005 Opacity 

THM6a 
4 x 106 BTU/hr natural gas/propane fired In-line Thermal Oxidizer 

for Finishing Line No. 6 
2005 Opacity 

 
D.4 - EQUIPMENT FOR EMISSION UNIT 05 – DRY CLEANING MACHINES 
 
Equipment 

ID 
Equipment Description 

Installation Date/ 
Modification Date 

Control 
Device ID 

Emission 
Point ID 

DYR3 
Dry Cleaning Machine No. 3; dry-to-dry, closed loop, solvent recovery 

system 
2008 None DRY3 

 
D.5 - EQUIPMENT FOR EMISSION UNIT 06 – FLAME RETARDANT 
 
Equipment 

ID 
Equipment Description 

Installation Date/ 
Modification Date 

Control 
Device ID 

Emission 
Point ID 

FR1 
Flame Retardant Manufacturing Process consisting of a 600 gallon 

batch mixing operation  
2007 FRDC FR1 

 
D.6 - CONTROL DEVICE FOR EMISSION UNIT 06 – FLAME RETARDANT 
 

Control 
Device ID 

Control Device Description 
Installation Date/ 
Modification Date 

Pollutants Controlled 

FRDC DCE Type DU454 Dust Collector  2007 
PM, PM10, PM2.5, 

Antimony Compounds  
 

E - FACILITY SPECIFIC CONDITIONS 
 

Condition 
Number 

Conditions 

E.1 

Emission Unit ID: 02 
Equipment/Control Device ID: THM3, THM6a 
 
In accordance with South Carolina Regulation 62.5, Standard No. 3 – Waste Combustion and Reduction, Section III – 
Emission Limitations and Operating Requirements, industrial incinerators (Tenter Oven mini-oxidizers and Cure Unit 
mini-oxidizers) shall be limited to an opacity of 20% (each), and particulate matter emissions shall be limited to 0.5 
lb/106 BTU heat input (each). 
 
The owner/operator shall continue to operate and maintain combustion zone and/or temperature indicators on each 
mini-oxidizer.  Temperature readings shall be recorded daily and maintained on site.   

E.2 

Emission Unit ID: 06 
Equipment/Control Device ID: FR1 
 
This facility has processes subject to the provisions of S.C. Regulation 61-62.63 and 40 CFR Part 63, National 
Emission Standards for Hazardous Air Pollutants, Subparts A and M, National Perchloroethylene Air Emission 
Standards for Dry Cleaning Facilities. Existing affected sources shall be in compliance with the requirements of these 
Subparts on the compliance date, unless otherwise noted. 
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RECORD OF REVISIONS 
Revision Date Description of Change 

05-23-2016 Revised heat input capacity for boilers 2-4 from 10.08 million BTU/hr to 9.68 million BTU/hr. 
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The emission rates listed herein are not considered federally enforceable limitations but are used to evaluate ambient air quality impact. 
Until the Department makes a determination that a facility is causing or contributing to an exceedance of a state or federal ambient air 
quality standard, increases to these emission rates are not in themselves considered violations of these ambient air quality standards (see 
Ambient Air Standards Requirements). 
 

AMBIENT AIR QUALITY STANDARDS - STANDARD NO. 2 

Emission Point ID 
Emission Rates (lbs/hr) 

PM10 PM2.5 SO2 NOx CO Lead 
B1 - Boiler #1 (SRC1) 0.1596 -- 0.1889 3.0889 1.7640 -- 

B2 - Boiler #2 (SRC16) 0.0766 -- 0.0907 1.4828 0.8467 -- 

B3 - Boiler #3 (SRC17) 0.0766 -- 0.0907 1.4828 0.8467 -- 

B4 - Boiler #4 (SRC18) 0.0766 -- 0.0907 1.4828 0.8467 -- 
A – Finishing Line #1 Tenter Oven 

Stack A (SRC19) 
0.0675 -- 0.0799 1.3055 0.7455 -- 

B – Finishing Line #1 Tenter Oven 
Stack B (SRC20) 

0.0675 -- 0.0799 1.3055 0.7455 -- 

C – Finishing Line #1 Cure Oven 
Stack C (SRC21) 

0.0304 -- 0.0360 0.5884 0.3360 -- 

E – Finishing Line #3 Tenter Oven 
Stack E 

0.0532 -- 0.0630 1.0297 0.5881 -- 

F – Finishing Line #3 Tenter Oven 
Stack F 

0.0532 -- 0.0630 1.0297 0.5881 -- 

V – Finishing Line #3 Cure Oven 
Stack V 

0.0228 -- 0.0270 0.4413 0.2524 -- 

I – Finishing Line #6 Tenter Oven 
Stack I 

0.0513 -- 0.0608 0.9930 0.5671 -- 

J – Finishing Line #6 Tenter Oven 
Stack J 

0.0513 -- 0.0608 0.9930 0.5671 -- 

K – Finishing Line #6 Thermal 
Oxidizer K 

0.0380 -- 0.0452 0.7355 0.4198 -- 

FL6 FLOC – Finishing Line #6 Flock 
Application 

0.2520 -- -- -- -- -- 

P – Finishing Line #4 Tenter Oven 
Stack P 

0.0304 -- 0.0365 0.5884 0.3361 -- 

Q – Finishing Line #4 Tenter Oven 
Stack Q 

0.0304 -- 0.0365 0.5884 0.3361 -- 

FL1 FLOC (SRC22) 0.0066 -- -- -- -- -- 

FR1-Flame Retardant-ID06 0.0084 -- -- -- -- -- 
 
 

TOXIC AIR POLLUTANTS - STANDARD NO. 8 

Emission Point ID 
Emission Rates (lbs/hr) 

Formaldehyde  
50-00-0 

Antimony 
Compounds 

N/A N/A N/A 

A – Finishing Line #1 Tenter Oven Stack A 0.1164 0.1132 -- -- -- 
B – Finishing Line #1 Tenter Oven Stack B 0.1164 -- -- -- -- 
C – Finishing Line #1 Cure Oven Stack C 0.1164 -- -- -- -- 
E – Finishing Line #3 Tenter Oven Stack E 0.1164 -- -- -- -- 
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TOXIC AIR POLLUTANTS - STANDARD NO. 8 

Emission Point ID 
Emission Rates (lbs/hr) 

Formaldehyde  
50-00-0 

Antimony 
Compounds 

N/A N/A N/A 

F – Finishing Line #3 Tenter Oven Stack F 0.1164 -- -- -- -- 
B – Finishing Line #1 Tenter Oven Stack B 0.1164 -- -- -- -- 
I – Finishing Line #6 Tenter Oven Stack I 0.1164 -- -- -- -- 
J – Finishing Line #6 Tenter Oven Stack J 0.1164 -- -- -- -- 
K – Finishing Line #6 Thermal Oxidizer 0.1164 -- -- -- -- 
P – Finishing Line #4 Tenter Oven Stack P 0.0647 -- -- -- -- 
Q – Finishing Line #4 Tenter Oven Stack Q 0.0647 -- -- -- -- 
V – Finishing Line #3 Cure Oven 0.1164 -- -- -- -- 
FR1-Flame Retardant-ID06 0.0006 0.0028 -- -- -- 

 
 

TOXIC AIR POLLUTANTS - STANDARD NO. 8 

POLLUTANT 
CAS 

NUMBER 
Facility Wide Emission Rates 

(lbs/day) 
Acrylic Acid 79-10-7 0.021 

Ethylene Glycol 107-21-1 0.656 

Glycol Ethers + 0.516 
Perchloroethylene (PERC) 127-18-4 6.120 

Methanol 67-56-1 0.214 
 
 
 
 


