
 

 

Office of Environmental Quality Control 
Bureau of Air Quality 
Registration Permit 

 

Temporary Crushing and Screening Operations 
 

 
 
Pursuant to the provisions of the Pollution Control Act, Sections 48-1-50(5) and 48-1-110(a), the 
1976 Code of Laws of South Carolina, as amended, and South Carolina Regulation 61-62, Air 
Pollution Control Regulations and Standards, the Bureau of Air Quality authorizes the operation of 
these sources in accordance with the plans, specifications, and other information submitted in the 
Registration Permit Application for Temporary Crushing and Screening Operations. 
 
The operation of these sources are subject to and conditioned upon the terms, limitations, standards, 
and schedules contained herein or as specified by this permit and its accompanying attachments. 
 
 
 
 
Issue Date:  August 1, 2011   Expiration Date: July 31, 2021 
 

 
 
 
 
 
 

Director, Engineering Services Division 
Bureau of Air Quality 
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Send copies of all revisions to Facility Environmental Contact. 
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PART 1 – GENERAL REQUIREMENTS 
 

Condition 
Number Condition 

1.1 

The Department shall grant the registration permit to sources certifying qualification for and agreeing to the conditions 
and terms of this Registration Permit for Temporary Crushing and Screening Operations. The source shall be subject to 
enforcement action for operation without a valid permit if the source is later determined not to qualify for the conditions 
and terms of this Registration Permit for Temporary Crushing and Screening Operations. The Department reserves the 
right to require a construction or operating permit and the need for permit(s) will be made by the Department on a case-
by-case basis. This determination will take into consideration, but will not be limited to the nature and amount of the 
pollutants, location, proximity to residences and commercial establishments. 
 
This registration permit supersedes any other construction and/or operating permit(s) issued by the Bureau of Air Quality 
upon this permit’s issue date and any revisions to this registration permit will supersede any existing versions of this 
registration permit. This permit may be reopened by the Department for cause or to include any new standard or 
regulation which becomes applicable to a source during the life of the permit. The Department reserves the right to revise 
this registration permit as deemed necessary. 

1.2 

This registration permit applies to Temporary Crushing and Screening Operations. A temporary crushing and/or screen 
operation is comprised of one or any combination of the following: crushers that reduce the size of nonmetallic mineral 
material by means of physical impaction upon the material (including but not limited to jaw, cone, hammermill, or 
impactor), screens that separate material according to size using mesh screens, conveying equipment that transports 
material from one piece of equipment or location to another location (including but not limited to feeders or belt 
conveyors), diesel engines or electric motors to power process equipment, and fuel storage tanks. These operations must 
meet all of the following criteria: 

1. The owner/operator of the facility has submitted a timely and complete application for coverage under this 
registration permit to the Department. 

2. The equipment processes nonmetallic minerals only. 

3. Wet suppression is always used during operation. 

4. The equipment is not being used at the site of an existing facility, in support of the existing facility’s primary 
air-permitted operation. 

5. The equipment is not operated at any one site for more 12 months. A site is one or more contiguous or adjacent 
properties that are under common control. 

6. The equipment is powered by electricity or diesel engines. 

7. The diesel engines are fired on low sulfur (500 ppm or less) diesel/No. 2 fuel oil. 

8. The diesel engines are certified by the manufacturer to meet EPA’s nonroad diesel engine emission 
standards/tiers (40 CFR 89 and 1039). 
 

Nonmetallic mineral means any of the following minerals or any mixture of which the majority is any of the following 
minerals: (1) Crushed and Broken Stone, including Limestone, Dolomite, Granite, Traprock, Sandstone, Quartz, 
Quartzite, Marl, Marble, Slate, Shale, Oil Shale, and Shell. (2) Sand and Gravel. (3) Clay including Kaolin, Fireclay, 
Bentonite, Fuller's Earth, Ball Clay, and Common Clay. (4) Rock Salt. (5) Gypsum (natural or synthetic). (6) Sodium 
Compounds, including Sodium Carbonate, Sodium Chloride, and Sodium Sulfate. (7) Pumice. (8) Gilsonite. (9) Talc and 
Pyrophyllite. (10) Boron, including Borax, Kernite, and Colemanite. (11) Barite. (12) Fluorospar. (13) Feldspar. (14) 
Diatomite. (15) Perlite. (16) Vermiculite. (17) Mica. (18) Kyanite, including Andalusite, Sillimanite, Topaz, and 
Dumortierite. 

1.3 
In accordance with S.C. Regulation 61-62.1, Section II(M), within thirty (30) days of the transfer of ownership/operation 
of a facility, the current permit holder and prospective new owner/operator shall submit to the Department the Facility 
Profile Update & Ownership Transfer Form (DHEC 2954). 



Registration Permit for Temporary Crushing and Screening Operations 
Page 4 of 7 

 
PART 1 – GENERAL REQUIREMENTS 
 

Condition 
Number Condition 

1.4 
In order to renew this registration permit, the owner or operator shall submit a Registration Permit Application for 
Temporary Crushing and Screening Operations to the Department no later than 90 days prior to the registration permit 
expiration date. 

1.5 The owner or operator shall pay fees in accordance with S.C. Regulation 61-30, SC Environmental Protection Fees. 

1.6 

In accordance with SC Regulation 61-62.1, Section II(J), for sources not required to have continuous emissions monitors, 
any malfunction of air pollution control equipment or system, process upset or other equipment failure which results in 
discharges of air contaminants lasting for one hour or more and which are greater than those discharges described for 
normal operation in the permit application shall be reported to the Department’s local Environmental Quality Control 
(EQC) Regional office within twenty-four (24) hours after the beginning of the occurrence. The contact information for 
the local EQC Regional office can be found at http://www.scdhec.gov/environment/envserv/regions.htm. 
 
The owner or operator shall also submit a written report within thirty (30) days of the occurrence. This report shall be 
submitted to the Manager of the Technical Management Section, Bureau of Air Quality (BAQ) and shall include as a 
minimum, the following: 
1. The identity of the stack and/or emission point where the excess emissions occurred; 
2. The magnitude of excess emissions expressed in the units of the applicable emission limitation and the 

operating data and calculations used in determining the excess emissions; 
3. The time and duration of excess emissions; 
4. The identity of the equipment causing the excess emissions; 
5. The nature and cause of such excess emissions; 
6. The steps taken to remedy the malfunction and the steps taken or planned to prevent the recurrence of such 

malfunction; 
7. The steps taken to limit the excess emissions; and, 
8. Documentation that the air pollution control equipment, process equipment, or processes were at all times 

maintained and operated, to the maximum extent practicable, in a manner consistent with good practice for 
minimizing emissions. 

 
PART 2 - FACILITY WIDE REQUIREMENTS 
 

Condition 
Number Condition 

2.1 
Air dispersion modeling is currently waived for this facility as the equipment operates at a site for less than 12 months. 
The Department may require an air dispersion modeling demonstration from the owner/operator at any time if the 
Department, at its discretion, feels it is necessary. 

2.2 The owner/operator is subject to all applicable provisions of 40CFR60 Subpart A, 40CFR60 Subpart OOO and the South 
Carolina Air Pollution Control Standards in addition to those explicitly stated below. 

2.3 

In accordance with S.C. Regulation 61-62.5, Standard 4, Section X and S.C. Regulation 61-62.6, Section III, all non-
enclosed operations shall be conducted in such a manner that a minimum of particulate matter becomes airborne. 
Emissions of fugitive particulate matter emitted from this source shall also be controlled in such a manner and to the 
degree that it does not create an undesirable level of air pollution. In no case shall established ambient air quality 
standards be exceeded at or beyond the property line. The owner/operator shall maintain dust control of the premises and 
any roadway it owns or controls by paving, or other suitable measures. Volatile organic compounds shall not be used for 
dust control purposes and oil treatment is also prohibited. 

2.4 
Wet suppression will always be used for particulate matter control during operation. This includes sites were a pressured 
water supply is not already available. At those locations, the permittee will need to provide or arrange for a water supply 
for wet suppression use (e.g., water truck). 
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PART 2 - FACILITY WIDE REQUIREMENTS 
 

Condition 
Number Condition 

2.5 
This registration permit does not cover the use of the equipment at the site of an existing facility in support of the existing 
facility’s primary operation. It will be the existing facility’s responsibility to obtain proper permitting prior to bring this 
equipment on-site for a use that is in support of the facility’s primary operation. 

2.6 
When unfavorable metrological conditions (i.e., dry and very windy) create particulate matter emissions from the 
operation that exceed opacity limits, the permittee cease operation until the conditions have ceded or additional controls 
(e.g., extra water sprays, wind screens) have been added that bring the emissions to compliant levels. 

 
PART 3 – LIMITATIONS/STANDARDS AND MONITORING 
 
Condition 
Number Conditions 

3.1 Diesel engines are only allowed to fire diesel/No. 2 fuel oil with a maximum sulfur content of 0.05 weight %. 

3.2 

In accordance with S.C. Regulation 61-62.60 & 40 CFR 60 – New Source Performance Standards (NSPS) Subpart OOO - 
Standards Of Performance For Nonmetallic Mineral Processing Plants, the equipment (excluding diesel engines) 
manufactured after August 31, 1983, used by owner/operators that employ a portable crusher with a manufacturer’s rating 
of greater than 150 ton/hr or a non-portable crusher with a manufacturer’s rating of greater than 25 ton/hr are subject to 
NSPS Subpart OOO. 
 
For NSPS Subpart OOO applicability portable means any processing equipment that is mounted on any chassis or skids 
and may be moved by the application of a lifting or pulling force. In addition, there shall be no cable, chain, turnbuckle, 
bolt or other means (except electrical connections) by which any piece of equipment is attached or clamped to any anchor, 
slab, or structure, including bedrock that must be removed prior to the application of a lifting or pulling force for the 
purpose of transporting the unit. 
 
Any equipment indicated as portable on the Temporary Crushing and Screening Operations Form shall not be attached or 
clamped by cable, chain, turnbuckle, bolt or other means (except electrical connections) to any anchor, slab, or structure, 
including bedrock. 
 
This condition applies at all times while at an operational site. This condition does not apply to the securing of equipment 
for the purposes of transport or security. 

3.3 

Equipment (Excluding Crushers) Subject to NSPS Subpart OOO, Manufactured Before April 22, 2008: 
In accordance with S.C. Regulation 61-62.60, 40 CFR 60, Subpart OOO, emissions (including fugitive emissions) from 
screens, conveyors, and other equipment (excluding crushers) shall each not exhibit an opacity greater than 10%; this 
standard applies at all times except during periods of startup, shutdown and malfunction. 
 

Or 
 
Equipment (Excluding Crushers) Subject to NSPS Subpart OOO, Manufactured On or After April 22, 2008: 
In accordance with S.C. Regulation 61-62.60, 40 CFR 60, Subpart OOO, emissions (including fugitive emissions) from 
screens, conveyors, and other equipment (excluding crushers) shall each not exhibit an opacity greater than 7%; this 
standard applies at all times except during periods of startup, shutdown and malfunction. 
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PART 3 – LIMITATIONS/STANDARDS AND MONITORING 
 
Condition 
Number Conditions 

3.4 

Crushers Subject to NSPS Subpart OOO, Manufactured Before April 22, 2008: 
In accordance with S.C. Regulation 61-62.60, 40 CFR 60 Subpart OOO, emissions (including fugitive emissions) from 
crushers shall each not exhibit an opacity greater than 15%; this limit applies at all times except during periods of startup, 
shutdown and malfunction. 
 

Or 
 
Crushers Subject to NSPS Subpart OOO, Manufactured On or After April 22, 2008: 
In accordance with S.C. Regulation 61-62.60, 40 CFR 60 Subpart OOO, emissions (including fugitive emissions) from 
crushers, shall each not exhibit an opacity greater than 12%; this limit applies at all times except during periods of startup, 
shutdown and malfunction. 

3.5 

Equipment (Including Diesel Engines) Manufactured On or Before December 31, 1985: 
In accordance with S.C. Regulation 61-62.5, Standard No. 4, emissions (including fugitive emissions) shall not exhibit an 
opacity greater than 40%; this limit applies at all times including startup, shutdown, and malfunction. 
 

Or 
 
Equipment (Including Diesel Engines) Manufactured After December 31, 1985: 
In accordance with S.C. Regulation 61-62.5, Standard No. 4, emissions (including fugitive emissions) shall not exhibit an 
opacity greater than 20%; this limit applies at all times including startup, shutdown, and malfunction. 

3.6 

In accordance with S.C. Regulation 61-62.5, Standard No. 4 - Emissions from Process Industries, Section VIII - Other 
Manufacturing, particulate matter emissions from each piece of equipment shall be limited to the rate specified by use of 
the following equations: for process weight rates less than or equal to 30 tons per hour (E = 4.10P0.67) and for process 
weight rates greater than 30 tons per hour (E = 55.0P0.11 - 40) where E = the allowable emission rate in pounds per hour 
and P = process weight rate in tons per hour. 

 
PART 4 - SOURCE TESTING CONDITIONS 
 
Condition 
Number Conditions 

4.1 

In accordance with Table 3 of 40CFR60 Subpart OOO, the owner/operator of equipment subject to NSPS Subpart OOO 
must demonstrate compliance with the applicable opacity limit by conducting an initial performance test according to the 
requirements of 40CFR60.11 and 40CFR60.675. Due to the temporary nature of equipment, the initial performance test 
shall be conducted prior to the equipment being removed from the site of its first operation in this state. 
 
In accordance with 40CFR60.676(f), the owner/operator of any affected facility shall submit written reports of the results 
of all performance tests conducted to demonstrate compliance with the standards set forth in 40CFR60.672, including 
reports of opacity observations made using Method 9 (40CFR60 Appendix A-4). 

4.2 

For any source test required under an applicable standard or permit condition, the owner or operator shall comply with S.C. 
Regulation 61-62.5, Section IV - Source Tests. 
 
Site-specific test plans and amendments, notifications, and source test reports shall be submitted to the Manager of the 
Source Evaluation Section, Bureau of Air Quality (BAQ). 
 
    SCDHEC - BAQ 
    Source Evaluation Section 
    2600 Bull Street 
    Columbia, SC 29201 

 

http://gcs.regscan.com/cgi-bin/rsget.cgi?db=air&doc=000201S2.HTM�
http://gcs.regscan.com/cgi-bin/rsget.cgi?db=air&doc=000201R5.HTM�
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PART 5 - RECORD KEEPING 
 
Condition 
Number Conditions 

5.1 

In accordance with S.C. Regulation 61-62.1, Section II(J), a copy of the Department issued permit must be kept readily 
available at the facility at all times. A permittee shall maintain such operational records; make reports; install, use, and 
maintain monitoring equipment or methods; sample and analyze emissions or discharges in accordance with prescribed 
methods, at locations, intervals, and procedures as the Department shall prescribe; and provide such other information as 
the Department reasonably may require. All records required to demonstrate compliance with the limits established under 
this permit shall be maintained on site for a period of at least five (5) years and shall be made available to a Department 
representative upon request. 

5.2 

The owner/operator shall maintain records of the following: 

1. At each operation site:  

a. List of equipment on site. 

b. Date equipment started operating at the site. 

c. Sulfur content of fuel on site. 

d. Copy of this registration permit. 

e. Copy of the current Temporary Crushing and Screening Operations Form. 

2. At a central location (home office, regional office, etc.): 

a. A copy of each Temporary Crushing and Screening Operations Form that has been submitted. 

b. Current locations of equipment.  

c. Locations of current and past operations conducted in South Carolina, equipment used, start and end 
dates of overall operation, and start and end date of use of individual pieces of equipment. 

d. Amount and supplier certification of sulfur content of fuel purchased. 

e. Performance test reports and results for all NSPS Subpart OOO subject equipment. 
 
 
 

PART 6 - REPORTING 
 
Condition 
Number Conditions 

6.1 

To add or remove equipment from this registration permit, submit a revised Registration Permit Application for Temporary 
Crushing and Screening Operations. The revised form shall list all equipment to be covered by this registration permit after 
the change and will supersede any previously submitted Registration Permit Application for Temporary Crushing and 
Screening Operations. Submit revised applications to the Director of Engineering Services, Bureau of Air Quality within 15 
days of any change at the address below. 

SCDHEC - BAQ 
Engineering Services Division Director 
2600 Bull Street 
Columbia, South Carolina, 29201 

 
 
 


