## Standard Details

<table>
<thead>
<tr>
<th>No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>EC-01</td>
<td>Tracking</td>
</tr>
<tr>
<td>EC-02</td>
<td>Stair Step Grading</td>
</tr>
<tr>
<td>EC-03</td>
<td>Slope Grooving</td>
</tr>
</tbody>
</table>
TRACKING

Health and Environmental Control
South Carolina Department of

IMMEDIATELY, SLOPE SHOULD BE SEED AND STABILIZED
TO THE SLOPE contour
CLEAT IMPRINTS PARALLEL
DOZER TRACKS CREATE

SLOPE
STAIR STEP GRADING

Health and Environmental Control
South Carolina Department of

The steps should be seeded and stabilised immediately. Seeds should be easily established on the slope.

Immediate:

Water soil and fertilizer

Drainage by slope above is caught debris from slope
SLOPE GROOVING

IMEDIATELY, SHOULD BE SEEDED AND STABILIZED.

PERMITTER AND SEED.

PROVIDE SOME COVERAGE OF LIME.

SURFACE CATCH RAINWATER AND

IRRIGATE IN THE SOIL

ACROSS THE CONTOUR OF A SLOPE.

GROOVING IS CUTTING FURROWS