
PARTICULATE: 

Co~provia Aspha~t Company Inc. 
Asphalt Plant 

. Columbia, South Carolina ~ERJIIlT NO. 9900-0025 

RESULTS - TESTS OF 

i'n$Y 
ID NO. 'p 1 9,1990 

Test Production 
4i tons/hr 

Rate Capacity· 
y. 

Emissions 
gr/dsc£ lbs/hr 

Allow. Emissions 
lbs/hr 

1 91. 2 na 0.054 6.4 50.4 

2 91. 2 na 0.072 8.2 50.4 

J 0.0 na 0.000 0.0 0.0 

Avg. 91. 2 .na 0.063 7.3 50.4 

l Rated capacity = 130 tons/hr. 

OPERATION NOTES: 

1. Type II cold surzace grade was produced during the test. 
2. Water pressure to scrubber was maintained at 43 psi. 
3. No 2 zuel oi~ was used to zire kiln. 
4. Moisture content of aggregate was 5.2 y. • 

STATUS AS TESTED: 

S.C. Regulation 62.5, Standard No.4, Section 6A (Particulate) •.•.• COMPLIANC 

Repprt Received: 6-15-90 
Review Completed: 06-22-1990 
Reviewer: Qenal~~P.O'Gorman 

~.~e·~· 

cc: Jake Frick 
W. P. Brantley 
Larry Bunn 
Robert Hudson, Central Midlands District 


